










5 8GHz WIRELESS CAMERA SYSTEM 5 8GHz WIRELESS CAMERA SYSTEM

Rerelver : KW5800

Specifications

5. Technical specifications

Camera transmitter
1. Channel Frequency

CHl 5740MHz CH25780MHz
CH35820MHz CH45860MHz

2. 1/3· CCO color image sensor
3. Transmit Frequency: 5725-5875MHz (4 channels)
4. Output power (max): lOdBm.20dBm
5. Operational range: up to 100 meters (open site)
6. Modulation: FM
7. Channel design: Pll frequency synthesizes
8. Antenna: omnl-directlonal antenna
9. Power consumption (max): 1.5 Watts

10. Power supply (optional): 230VAC to 12VOC, 500mAor 120VAC to 12VOC, 500mA

Receive,
1. Receiver Frequency: 5725-5875MHz (4 channels)
2. Receiver sensitiVity: -80dBm
3. Noise Figure: 3.5dB
4. Channel design: Pll frequency synthesizes
5. AVoutput port:: one RCAor SCARTwith cable
6. Antenna: hide omnt-directional antenna
7. Power supply(optional): 230VAC to 12VOC, 500mA

or 120VAC to 12VOC SOOmA
8. Power consumption (max): 2.2 Walts

Receiver

4. Trouble shooting

Receiver:
AV output Cable with SCART
To 1he _It socket of 1he TV set
(nole:awitch 1he TV set to AV 0(

vIcleo-lr9JI mode)

1.No Image or sound
a. Make sure the power supply switches on the back of the receiver are in the

'ON" posItion.
b. Check correct position of all the connectors and plugs.
c. Make sure the transmitter and the receiver are on the same channel.

2.1nterTuptions in image and sound
a. Make sure antenna of the transmitter and the receiver are in correct alignment.
b. Adjust the transmitter and the receiver to closer position.
c. If a microwave oven or electro-magnetic oven Is In use, turn It off and try the

product again.
d. Use other channels for the transmitter and the receiver.

Item
InoutslQnal level RanQe -85 - -10dBm
Video
Outout SIQnellevel 1V 0-0. 75;lR
FreQuencv Response +/-5 db max 50Hz - 5.5MHz
SIN Ratio (100KHz 1Vp-p Sine Wave) 40dB, min.
Audio
Output FreQuency Ranoe 50hz -20KHz
Output Signal level 3V pop, typo (+I-O.2Volt)(Modulation Signal: 50Hz - 15KHz Sine Wave)

Audio Frequency Response
50Hz-15KHz
(-3dB Bandwidth)

SIN Ratio (50Hz - 15KHz) 50dB, typo (+1·3dB)
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